
Lenercom PESS

MUSE Design Award Gold(USA)

In-House Apartment 
Power Station

Portable Home 
Energy Storage 
7.2kW, 7.36kWh Capacity for Home and 
On-the-Go Use

Easy Setup with Balcony Solar Panels 
and Microinverters

Multiple Charging 
Methods 
Grid, Solar, Charging Gun, Generator Fast 
Hybrid Charging in 1.2 Hours

Trolley and Roller 
Suitcase Design 
Strength Trolley and Roller Design，
2000 Hours of Durability Tested,
Award-Winning

Dimensions

Certification Standards

AC Output（4 ports）

Rated power

USB-A Fast Charge（x4 ports） Support BC1.2, APPLE, SAMSUNG, QC2.0/QC3.0, FCP,
 AFC 18W Max per port

TYPE-C Fast Charge（x2 ports） Support PD3.0 and PPS protocol, unidirectional 100W*1 + unidirectional 60W*1, voltage adaptive

DC5521 Output（x2 ports）

Wireless Charging 15W Max

Max.PV charging current

2.5H（2 hours to 90%） 1.8H(1.4 hours to 90%)

Battery Chemistry 

566* 486* 326mm

Single battery capacity

Maximum charging time

2560Wh 3680Wh

1.2h

Single-unit output power 2400W 3600W

UL CE FCC PSE RoHS、UN38.3、MSDS、TDG、Maritime appraisal report, etc

Parallel power/electricity 4800W/5120Wh 7200W/7360Wh

APP

120V～50Hz/60Hz, 3*20A, 1*30A

European standard：190V-260V   American Standard：100V-130V

2.4kW 3.6kW

12V/10A each way, parallel port, the maximum of two outlets at the same time 120W

Parallel port, the maximum of two outlets at the same time 120W

Anderson interface (x1 ports)

Cigarette lighter socket（x1 ports）

24V/20A 12V/30A

Charging gun is not supported European standard：3200W   American Standard：3400W

AC input voltage

25A

PV fastest filling time 1.5H~2.5H 3.5H~3.7H

City electric (1800W) fastest full time

pv power combined fastest full time 1.2~1.5H

LiFePO4

Cycle life (0.5Cmin charge and discharge) 4000 times, ≥80% capacity retention rate, cell energy density 150

BMS Protection type Temperature protection, over discharge protection, over charge protection, short circuit protection, 
over current protection, pressure difference alarm protection,Charging balance protection; Sleep mode protection

105%-135% rated load, 1min protection; 136%-150% rated load, 3s protection; Greater than 150% rated load, 300ms protection

System protection type

Overload protection

Solar charging input

AC charging gun input

1800WDiesel generator charging

800W，12V～75V，With PV reverse protection 2400W，12V～150V，With PV reverse protection

PV current limiting/power limiting protection, PV night anti-charge protection, mains input over/under voltage 
protection, battery over/under voltage protection, load output short circuit protection, radiator over temperature 
protection, overload protection, PV anti-reverse protection, AC backfilling protection, battery input over current 

protection, battery input protection, charging short circuit protection

LC-Energon LC-Energon Max

Technical Specification

Essential Parameter

Dual module compatibility: LAN WIFI+ Bluetooth

Charging parameter

Protect

Output

 Input

Performance Beast: Industry-Leading 
All-in-One Unit for Both Outdoor and 

Home Application

LC-Energon

LC-Energon Max

Power range: 2400W   Battery capacity: 2560Wh

Power range:3600W   Battery capacity: 3680Wh


